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CORRIGENDUM

In response to the pre-bid queries raised by various bidders arrd discussions thereon during Pre-
Bid meeting held on O2-O4-2O25 towards e-NIT No: JKMSCL/Cardiacl2025-26 /656 dated 13-
03-2025 for procurement of "Diagnostic & Therapeutic Items For Cardiac Cath l,ab" Items
under Group "A" and Group "8" are revised as under:

GROUPJ'A"

s.
NO.

NAME OF THE ITEM WITH DESCRIPTION Item
Code

Rates to be
quotcd

1. US FDA approved 1.5 & 3T whole body MRI compatible
a. Single chamber latest generation rate responsive

pacemaker (AAIR/WIR) fully automatic with capture
management and sensitivity management for RV with
limited warranty (to be mentioned in years) plus

b. = l< 7 Pr. compatibie leads (tined or screw-in) plus
c. lead introducer set

cs-001 1;complete set
(a+b+c)

2. US FDA approved 1.5 & 3T whole body MRI compatible
a. Single chamber latest generation rate responsive

pacema-ker (AAIR/\l/IR) fully automatic with
capture management and sensitivity management
for RV with llfetime warranty plus

b. = /< 7 Fr. cornpatible leads ( tined or screw-in )plus
c. lead introducer set

cs-002 1;complete set
(a+b+c)

J. US FDA approved 1.5 & 3T whole body MRI compatible
a. Slngle chamber latest generation rate responsive

pacemaker suitable for Neonates and Infants
(AAIR/WIR), fully automatic with capture
management and sensitivity management for RV with
llmlted warranty (to be mentioned in years) plus

b. = /< 7 Fr. compatible leads (tined or screw-in )plus
c. lead introducer set

cs-003 1;complete set
(a+b+c)

4. US FDA approved 1.5 & 3T whole body MRI compatible
a. Multi-Programmable latest generation dual Chamber

Pacemaker (DDDR) with Llmited Warranty with (to
be mentioned in years) fully automatic with capture
management and sensitivity management for RA and
RV with Advanced features Like:
l. Mode Based Reduction in RV Pacing Or Equivalent.
2. Rate Drop Response or Equivalent &

3. High atrial and vcrrLriculaLr ratc detcctiun.
b. = l< 7 Fr. compatible RA ( tined or screw-in )

c. RV leads ( tined or screw-in ) plus
d. lead introducer sets

cs-004 1;complete set
(a+b+c)

5. US FDA approved 1.5 & 3T whole body MRI compatible
a. Multi-Programmable latest generation dual Chamber

Pacemaker (DDDR) with Llfetime trIarranty fully

cs-o05 1;complete set
(a+b+c)



automatic with capture management and;;;;iti;G;
management for RA and RV with Advanced features
Like:
I Mode Based Reduction in RV pacing Or

Equivalent.
2 Rate Drop Response or Equivalent &3. High atrial arrd ventricular rate detection_
=,/< 7 Fr. compatible RA ( tined or screw-in )
RV leads ( tined or screw-in ) plus
lead introducer sets

USf'DAapproved 1.s@
a. Multi-Programmable latest generation dual Chamber

Pacemaker (DDDR) with Llfetime Warranty fully
automatic with capture management and sensitivity
management for RA and RV with Advanced features in
addition to that mentioned below. (advanced features
will be examined by the technical committee as per
the patient requirements).
1 Mode Based Reduction in RV pacing Or Equivalent.
2 Rate Drop Response or Equivalent &
3. High atrial and ventricular rate detection.
=-/< 7 Fr. compatible RA ( tined or screw_in )
RV leads ( tined or screw-in ) plus
lead introducer sets

cs-006 1;complete
(a+b+c)

USFDAapproved 1.s@
a, Multi-Programmable latest generation duat Chamber

Pacemaker (DDDR) with limited trrarranty fully
automatic with capture management and slnsitivity
management for RA and RV with Advanced features
Like:
l. Mode Based Reduction in RV pacing Or Equivalent.
2. Rate Drop Response or Equivalent &3. High atrial and ventricular rate detectionb. :1_.7_Fr. compatible RA lead( tined or screw_in )c. LBBAP lead

d. LBBAP delivery system plus
e. lead introducer sets

cs-o07 1;complete set
(a+b+c)

CE approved 1.5&3T@
Multi-Programmable latest generation dual Chamber
Pacemaker (DDDR) with [mlted trIarranty fully
automatic with capture management and sensiiivity
management for RA and RV with Advanced features
Like:

1.Mode Based Reduction in RV pacing Or Equivalent.
2. Rate Drop Response or Equivalent -&

3.High atrial and ventricular rate detection
- 1: 7 Fr. compatible RA lead (tined or screw_in)
LBBAP lead
LBBAP delivery system plus
lead introducer sets

cs-008 1;complete
(a+b+c)

USf'DAapproved 1.S@
a. Multi-Programmable latest generation dual Chamber

Pacemaker (DDDR) with LifeHme trIarranty fully
automatic with capture management and sensitivity
management for RA ald RV with Advanced features
Like:
1. Mode Based Reduction in RV pacing Or Equivalent.2. Rate Drop Response or Equivalent &

cs-009 1;complete set
(a+b+c)
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3. High atrial ald ventricular rate detection
b. = /< 7 Fr. compatible RA ( tined or screw-in )

c. LBBAP lead
d. LBBAP delivery system plus e; Iead introducer sets

10 EU CE approved 1.5 & 3T whole body MRI compatible
a, Multi-Programmable latest generation dual Chamber

Pacemaker (DDDR) with Llfetfine Warranty fully
automatic with capture management and sensitivity
management for RA and RV with Advalced features
Like:
1. Mode Based Reduction in RV Pacing Or Equivalent.
2. Rate Drop Response or Equivalent &
3. High atrial and ventricular rate detection

b. = 1.7 Fr. compatible RA (tined or screw-in)
c. LBBAP lead
d. LBBAP delivery system plus
e. lead introducer sets

cs-010 I ;complete set
(a+b+c)

11. US FDA approved 1.5 & 3T whole body MRI compatible
a. MultlProgrammable latest generation Single Chamber

ICD generator (DF4l with Limtted Warranty
(warranty to be mentioned in years) with features like:
r. Must have SVT Discrimination in VF Zone.
2. Must have ATP during and before Charging in VF

Zone.
3. Must have Independently Programmable shock

vector for each therapy.
4. Must have Morphological based SVT Discrimination.
5. Must have Proven Extended longevity.

b. DF4 single coil/dual coil RV lead ( tined or screw-in )

c. lead introducer set

cs-o11 1;complete set
(a+b+c)

10 US FDA approved 1.5 & 3T whole body MRI compatible
a. Multi-Programmable latest generadon Single Chamber

ICD generator(DFl) with Llmited Warranty
(warranty to be mentioned in years) with features like:
l. Must have SVT Discrimination in VF Zone.
2. Must have ATP during and before Charging in VF

Zone.
3. Must have Independently Programmable shock

vector for each therapy.
4. Must have Morphological based SVT Discrimination.
5. Must have Proven Extended Longevity.
6. +AF Detection ald Prevention Algorithm

b. DF1 single coit/dua1 coit RV lead (tined or screw-in )

and
c. lead introducer set

cs-012 1 ;complete
(a+b+c)

US FDA approved 1.5 & 3T whole body MRI compatible I CS-OI3
a. MultlProgrammable latest generation Slngle Chamber 

I

ICD generator (DF4f with Limlted Warranty 
I

(warranty to be mentioned in years with advanced 
I

features in addition to that mentioned below to 
I

prevent inappropriate ICD shocks: 
Il. Must have SVT Discrimination in VF Zone. 
I

2. Must have ATP during and before Charging in VF 
IZone. 
I

3. Must have Independently Programmable shock 
I

vector for each therapy. 
I

+. Must have Morphological based SVT 
IDiscrimination. i

l;complete set
(a+b+c)
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5. Must have Proven Extended longevity.
b. DF4 single coil/dua1 coil RV lead ( tined or screw-in )

c. lead introducer set
l4 Special Subcutaleous ICD With Subcutaneous Sternal

l,ead(complete set)
cs-o14 Each

15 US FDA approved 1.5 & 3T whole body MRI compatible
a. Multi-Programmable latest generation dual Chamber

ICD generator(DF4) with Limlted Warranty (warranty
to be mentioned in years) with features like:

1. Must have SVT Discrimination in VF Zone.
2. Must have ATP during and before Charging in VF

Zone.
3. Must have Independently Programmable shock

vector for each therapy.
4. Must have Morphological based SVT Discrimination.
5, Must have Proven Extended Longevity.
6. Must have Atrial pacing to overcome AT/AF

Management.
b. DF4 single coil/dual coil RV lead (tined or screw-in )
c. RA lead( tined or screw-in )
d. lead introducer sets

cs-015 1 ;complete set
(a+b+c)

16 US FDA approved 1.5 & 3T whole body MRI compatible
a. Multi-Programmable latest generation dual Chamber

ICD generator(DF4) with Limlted Vlarranty (warranty
to be mentioned in years) ) with advanced features in
addition to that mentioned in below to prevent
inappropriate ICD shocks (advanced features will be
examined by the technica-l committee as per the
patient requirements).
t. Must have SVT Discrimination in VF Zone.
2. Must have ATP during and before Charging in VF

Zote.
3. Must have Independently Prograrnmable shock

vector for each therapy.
4. Must have Morphological based SVT Discrimination.
5. Must have Proven Extended Longevity.
6. Must have Atrial pacing to overcome AT/AF
Management.

b. DF4 single coil/dua1 coil RV lead (tined or screw-in )
c. RA lead( tined or screw-in )
d. lead introducer sets

cs-016 1;complete set
(a+b+c)

t7 US FDA approved 1.5 & 3T whole body MRI compatible
a. Multi-Programmable latest generation dual Chamber

ICD generator(DF1) with Limited Warranty (warralty
to be mentioned in years) with features like:
l. Must have SVT Discrimination in VF Zone.
2. Must have ATP during and before Charging in VP

Zone.
3. Must have Independently Programmable shock

vector for each therapy.
4. Must have Morphological based SVT Discrimination.
5. Must have Proven Extended longevity
6. Must have Atrial pacing to overcome AT/AF

Management
b. DFl single coil/dual coil RV lead ( tined or screw-in )
c. RA lead[ tined or screw-in )
d. lead introducer sets

cs-017 1;complete set
(a+b+c)
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18 US FDA approved 1.5 & 3T whole body MRI compatible
(1)
a. Multi-Programmable latest generation CRT-P Ge[erator

(Quadrtpolar) with Ltmlted Warranty (warranty to be
mentioned in years) with features like:
1. Must Have Separate Programmable RA, RV &;

LV Lead Amplitude and Pulse Width .

2, Must Have Separate Programmable AV and
W Delay.

3. Heart failure monitoring features.
b. quadripolar LV lead of different t)?es
c. guide cathetor for IV lead insertion (a11 tlpes)
d,. = /.7 Fr. compatible RA leadl( tined or screw-in )
e. RV leads ( tined or screw-in ) plus
f. lead introducer sets(3)

2. cs sub-select catheters of different angles
3. screw in LV lead

cs-018 1;complete set
(a+b+c)

19 US FDA approved 1.5 & 3T whole body MRI compatible
1.
a. Multi-Programmable latest generation CRT-P Generator

(Quadripolar) with Limited Warranty (warranty to be
mentioned in years) with advanced features in addition
to that mentioned below for BiV pacing optimisation.
(advanced features will be examined by the technica-l
committee as per the patient requirements):

1. Must Have Separate Programmable RA, RV &; LV
Lead Amplitude arld Pulse Width .

2. Must Have Separate Programmable AV and W
Delay.

3. Heart failure monitoring features.
b. quadripolar LV lead of different t)?es
c. guide cathetor for lv lead insertion (all types)
d. = /.7 Fr. compatible RA leadl( tined or screw-in )

e. RV leads ( tined or screw-in ) plus
f. lead introducer sets(3)

cs-o19 1 ;complete set
(a+b+c)

20 S FDA approved 1.5 & 3T whole body MRI compatible
a. Multi-Programmable latest generation CRT-P

Generator (Blpolar) with Llmlted Warranty (warranty
to be mentioned in years) with features like:
1. Must Have Separate Programmable RA, RV &; LV

Lead Amplitude and Pulse Width.
2. Must Have Separate Programmable AV and W

Delay.

b. bipolar LV lead of different types
c. guide cathetor for lv lead insertion
d. = / . 7 Fr. compatible RA lead( tined or screw-in )
e. RV leads ( tined or screw-in ) plus
f. lead introducer sets 3 (RA,RV,LV)

cs-020 1;complete set
(a+b+c)

2l US FDA approved 1.5 & 3T whole body MRI compatible
a. Multi-Programmable latest generation CRT-D Generator

DF4 (quadripolar) \Mith Llmlted Warranty (warranty
to be mentioned in years) with features like:
1 Must have SVT Discrimination in VF Zone.
2 Must have ATP during and before Charging in VF

Zone.
3 Must have Independently Programmabie shock

cs-021 1;complete
(a+b+c)
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b.
c.
d.
e.
f.

vector for each therapy.
4. Must have Morphological based SVT Discrimination.
5 Must have Atrial pacing to overcome AT/AF

Management.
6. __lVlust Have Separate programmable RA, RV &;

LV Lead Amplitude and pulse Width.
7. Must Have Separate programmable AV and W

Delay.
8 Must have Proven Extended Longevity
quadripolarr LV lead of different types
guide cathetor for lv lead insertion
=_ /:7 yr. compatible RA lead( tined or screw-in)
RV leads ( tined or screw-in ) plus
lead introducer sets 3 (RA,RV,LV)

c/) US FDA approved 1.5 & 3T w@
a. Multi-Programmable latest generation CRT-D

Generator DF4 (quadrlpolar) with Llmlted Warranty
(warranty to be mentioned in years) with advanced
features in addition to that mentioned below for
prevention of inappropriate shocks and BiV pacing
optimization (advanced features will be examined by
the technical committee as per the patient
requirements).
1 Must have SVT Discrimination in VF Zone.2 Must have ATP during and before Charging in VF

Zone.
3 Must have Independently programmable shock

vector for each therapy.
4. Must have Morphological based SVT Discrimination.
5 Must have Atrial pacing to overcome AT/AF

Management.
6 Must Have Separate programmable RA, RV &; LV

Lead Amplitude and pulse Width.
7 Must Have Separate programmable AV and W

Delay.
8 .Must have Proven Extended Longevity
quadripolarr LV tead of different typei
guide catJretor for lv lead insertion
| / 1 7 Fr. compatible RA lead( tined or screw-in )
RV leads ( tined or screw-in ) plus
lead introducer sets 3 (RA,RV,LV)

b.
c.
d.
e.
f.

cs-022 1;complete
(a+b+c)

z,) USFDAapproved l.s&3T@
a. Multi-Programmable latest generation CRT_i

Generator DFl (quadripotar)with Limited Warrantv
(warranty to be mentioned in years) with featureJ
like:

1. Must have SVT Discrimination in VF Zone.2 Must have ATP during and before Charging in VF
Zone.

3 Must have Independently programmable shock
vector for each therapy.

4. Must have Morphological based SVT Discrimination.
5 Must have Atrial pacing to overcome AT/AF

Management.
6 Must Have Separate programmable RA, RV &;

LV Lead Amplitude and pulse Width.
7 Must Have Separate programmable AV and W

Delav.

cs-023 1;complete
(a+b+c)
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8 . Must have Proven Extended Longevity
b. quadripolar LV lead of different types
c. guide cathetor for lv lead insertion
d.= /. 7 Fr. compatible RA lead( tined or screw-in)
e. RV leads ( tined or screw-in ) plus
f. lead introducer sets 3 (RA,RV,LV)

24 US FDA approved 1.5 & 3T whole body MRI compatible
a. Multi-Programmable latest generation CRT-D

Gerrerator DF4 (bipolar)with Limited Warranty
(warranty to be mentioned in years) with features like:
1 Must have SVT Discrimination in VF Zone .

2 Must have ATP during and before Charging in VF
Zone.

3 Must have Independently Programmable shock
vector for each therapy.

4. Must have Morphological based SVT Discrimination.
5 Must have Atrial pacing to overcome AT/AF

Management.
6 Must Have Separate Programmable RA, RV &; LV

Lead Amplitude and Pulse Width.
7 Must Have Separate Programmable AV and W

Delay.
8 . Must have Proven Extended Longevity

b. quadripolar LV lead of different types
c. guide cathetor for 1v lead insertion
d. = /< 7 Fr. compatible RA lead( tined or screw-in )
e. RV leads ( tined or screw-in ) plus
f. lead introducer sets 3 (RA.RV.LV)

cs-o24 1 ;complete set
(a+b+c)

FDA approved Single Chamber Leadless Pacemaker
a]ong with delivery System

cs-025

26 FDA approved Special Leadless pacemaker for AV
Synchronous Pacing alone with Delivery System

cs-026 Per piece

c'7 Left Atrial Appendage Closure Device (FDA Approved)
with all accessories

cs-027

28 Left Atrial Appendage Closure Devlce (CE Approved)
with a-11 accessories

cs-028

29 LONG PEELABLE SHEATH FOR PACEMAKER LEAD
INSERTION foT DIFFICULT VENOUS ANATOMY

cs-029 Per piece

30 FDA approved long Endocardia-l Lead for Implantation Via
Femoral Approach along with delivery svstem

cs-030 Per piece

31 Temporary Pacing Lead (5 Fr/6 Fr) for Femoral Insertion
Size 5F and 6 Fr

cs--031 Per piece

cz Balloon Floatation Pacing Lead
Size: 5F & 6 F

cs-032 Per piece

o.) Cable For Testing Pacemaker Parameters (Push Pin Type)
Compatible with St. Jude, Medtronic, Biotronik & Boston
PSA

cs-033 Per piece

34 Cable For Testing Pacemaker Parameters (Crocodile Type)
Compatible with St. Jude, Medtronic, Biotronik & Boston
PSA

cs-o34 Per piece

35 Diagnostic EP Catheter Ouadripolar ( 4 Fr. To 6 Fr.l os-035 Per piece
36 Diagnostic EP Catheter Quadripolar for his bundle(4

Fr. To 6 Fr.)
cs--036 Per piece

J/ Diagnostic EP Catheter Quadripolar with Rotational TIP ( 4
Fr. To 6 Fr.)

cs-037 Per piece

38 Diagnostic EP catheter Decapolar with Rotational(4 Fr to 6
Fr)

cs-038 Per piece
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39 Diagnostic EP catheter Decapolar with for jugular
insertion(4 Fr to 6 Fr)

cs-049 Per piece

40 Diagnostic EP catheter Decapolar (4 Fr to 6 Fr) Rotationa-l
tip with central lumen

cs-040 Per piece

4t Diagnostic EP catheter multipolar (4 Fr to 6 Fr) for Flutters
Ablation

cs-041 Per piece

42 Special Diagnostic EP Catheter multipolar (4 Fr to 6 Fr)
with closely spaced Electrodes

cs-042 Per piece

43 Ablation Catheter (5 Fr-8 Fr) with 4 to 8 mm Rotational Tip cs-043 Per piece
44 Ablation Catheter (5 Fr-8 Fr) with 4 to 8 mm bidirectiona.l

Rotational Tip
s-044 Per piece

45 Special Multipolar Catheters for AF Ablation cs--o45 Per piece
46 Special Multipolar Catheters for VT Ablation cs-046 Per piece
47 EP CABLES for multiple catheters compatible with different

ep catheters
cs-047 Per piece

48 3D patches for electro-anatomical mapping s-048 Per piece
49 COOL POINT TUBING FOR irrisation tip catheters cs-049 Per piece
50 Lead Clippers for cuttins the lead durins Lead Extraction cs-050 Per piece
51 Special Basket-Like Snare for Lead Extraction From

Femoral Vein Alone with the Introducer Set
cs-0s1 Per piece

<o Special Sterile( ETO )Transparent Polythene Cover For Cath
Lab C-Arm Different sizes

cs-052 Per piece

53 Special long Sterile( ETO )Transparent Polythene Cover For
USG probes Different sizes

cs-053 Per piece

54 Sterile Chlorhexidine Guaze Dressing Different sizes cs-o54 Per piece
55 Sterile adhesive Dressing Different sizes cs-055 Per piece
56 Tegaderm adhesive with betadine surgical dressing

Different sizes
cs-056 Per piece

57 Pericardiocentesis kit (FDA / CE approved) Different sizes cs-057 Per piece
58 Short Pietail for Pericardiocentesis 8F cs-058 Per piece
59 pigtail for pneumothorax drainage with accessories cs-059 Per piece
60 Elastic Adhesive Roll More than 4 cms wide cs-060 Per piece
61 Transpore Adhesive Roll More than 6cms wide cs-061 Per piece
62 Paper Adhesive Roll 4 inches cs-062 Per piece
63 9 volts High Quality Battery for Temporary Pacemakers cs-063 Per piece
64 1.5V Battery For Holter cs-064 Per piece
65 Connecting Cable for Temporary pacemaker compatible

with Medtronic Generator Model no. 5348
cs-o65 Per piece

Grou -B NIT No. IKMSCL/CARDIAC/2O25-26/ 656 DATED: L3-O3-2O25
s.
NO

NAME OF THE ITEM WITH DESCRIPTION Item
code

SIZE Rates to be
quoted

l. ECG electrodes of high quality material to minimize
interference and signal distortion during prolonged
cardiolosv procedurest (FDA/CE approved)

cs-066 Per piece

2. Manifold With Two side ports for PTCA (FDA/CE
approved)

cs-067 2-port Per piece

3. Manifold with three side ports for PTCA (FDA/ CE
approved)

cs-068 3-port Per piece

4. Teflon coated Guide wires fi-tip & Straight-tip)
Standard length- 145 or 150cm (FDA/CE approved)

cs-069 .o25,
.o24,
.o32,
.035,

.038

Per piece

b. Teflon coated Guidewires(j-tips & straight-tip)
Exchange Length-260 Or 3OOcm (FDA/CE
approved)

cs-070 o25,.O28,
0s2,.035,
038

Per piece

tu



6. FEMORAL INTRODUCER SHEATH WITH
PUNCTURE NEEDLE FOR ADULTS (Stzes 5 - 11
Fr.) -
o Standard Length; 10-16-25 cm long; 0.021 or

0.O25-inch guide wire compatible.
o Material of sheath tubing should be made of

ETFE, Cross cut valve should be made up of
silicon rubber & should have silicone coating.
dilator tube should be made up of
polypropylene and should have silicon
coating.

o Must Have With haemostatic crosscut valve;
With Integrated side arm with attached 3-way
stopcock; With suture eye for securing sheath
and click sound; Kink resistant.

o Must Have With dilator-hub lock mechanism
to prevent its back-out during insertion; Pack
MUST include with or without metallic needle

USFDA Approved

cs-071

Length: 11
and
23 mm
French
Slzes:
4,5,6,7 ,8,9,rO
,11
and 12 Fr

Per piece

7. Long Introducer Sheath (20-50cm Long) (FDA/CE
approved)

cs-072 Length: 23,

and 45 cm
French
Slzes:5,6,7
and SFr

Per piece

8. Extra-Long Introducer Sheath (>50 cm) (FDA/CE
approved)

cs-073 Leugth:55
and90 cm
tr'rench
Sizes:
5,6,7,8 and 9
Fr

Per piece

9. RADIAL II{TRODUCER XIT trIITH PUNCTT'RE
I{EEDLE FOR ADITLTS (Stzea 5 - 7 Fr.} -

o Standard t€ngth 7 cm long; 0.035 or 0.038-
inch guide wire compatible, include surflash
20G*2 entry needle (plastic IV catheter) and
0.025" mini plastic guidewire

. Must have ETFE sheath tubing, dilator tube
should be made up of polypropylene and
should have silicon coating.

Should contain a haemostatic crosscut valye to
prevent back leak of blood and aspiration of air;
With Integated side arm with attached 3-way
stopcock.

cs-074 Lelgtb: 11
and
23 mm
Frerrch
Slzes:
4,5,6, and
Fr

Per piece

10. Trans Radial Coronary Diagnostic Catheter (US
FDA Approved) of various lengths

cs-075 Length: 1OO
cm French
Sizes: 4,5
and 6 Fr
Shapes: All
shapes

Per piece

11. Syringe for pressure Injector-150m1 with Pressure
Tubing compatible with the available system in the
Cath Lab(Medred-Mark-7) Arterion

cs-076 Per piece

L2. High pressure connecting tubing up to 50 cms long
for pressure syringe

cs-077 Per piece

13. a). Coronary Diagnostic Angiography
catheter(Judkins Type- Left and Right) (US FDA

cs-078 Length: 100
cm French
Slzes:4
Fr,SFr and 6
Fr

Per piece

L4.
b)._Coronary diagnostic angio$aphy catheters (

Judklns tJrpe)
EuropeanCE approved)

CS-078a Length: 1OO
crn Frerrch
Slzes:4
Fr,SFr and 6
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Fr

15. a). Diagnostic Coronary AnSgraphy--
catheter(Amplatz Type- Left and Right) (US FDA)

cs-079 Length: 10O
cm French
Slzes:4
Fr,SFr and 6
Fi

Per piece

16.
b). Diagnostic Coronar5r Angiographic catheter (

Amplaz type left & righCE approved)

CS-079a Length: 1OO
crn French
Slzes: 4
Fr,SFr and 6
Fr

Per piece

L7. Pigtail Catheters (FDA/CE appro"eal cs-080 Length: 110
CM
French
Slzes: 4 Fr, 5
Fr and 6
Fr(Available
with 5,6 and
8 side hnles)

Per piece

la. Short Pigtail for Periiardiocentesis cs-081 Fretlch
Slzes:6,7
and R Fr

Per piece

19, Diagnostic Multipurpose catheters (FDA/CE
approved)

cs-082 Length ln
cm: 65, 80,
100, 12s
available
with two side
holes French
Slzes: 4Fr, 5
Fr anri 6 Fr

Per piece

20. NIH Catheter (FDA/CE approvEdJ cs-083 Letrgth h
cE:80/ 1OO
cm French
Slzes: 4 Fr, 5
Fr and 6 F'r

Per piece

21. IMA Catheter (FDA/CE approteal cs-084 Length: 100
cm French
Sizes: 4
Fr,SFr arld 6
Fr

Per piece

22. P|CAInflation Device@
inflation Per piece

23. Device Analog piapla:r,-3O ATM prelEuiEE
tubing and 3-

24. way stopcock) (FDA/CE approv@- cs-o85

25, I-Conn-ector Setw@
Burst, PCI Per piece

26. Needle and 3-way cs-086

27. Special Y-Connecffi
Haemostatic Per piece

24. valve with upto 10 FilnnED-iarnaer- cs-087

29. PCINeedlewith@ cs-088 Per piece

30. DisposablePlastic sffi
Angiography and P|CA (Leur Lock)

cs-089 A1l sizes Per piece

31.
^Large _Llmen P|CA guidinfCaGeterErcf 5- toETr
Uzes-! DA Approved cs-090 All shapes

and sv es
Per piece

32. lgrselgmenpICAm
Slzes-Ct- Approved cs-091 All shapes

and sizes
Per piece

33. BRX_Needle (FDA/CE appioteo Foi
PAEDIATRICS/ADULTS ' cs-092 18G, 71 cm

length
Per piece

34. Embolic Protecti@
for PTCA (FDA Appioved) cs-093 AII sizes Per piece
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35. --EdSoiitProtec-tion(DjstalProtection)Device(EPD)
for PTCA (CE Approved)

cs-094 All sizes Per piece

36. Manual Thrombosuction Catheter for PICA (FDA
Approved)

cs-095 French
Sizes:6
Fr&7Fr

Per piece

37. Manual Thrombosuction Catheter for [/ICA (CE
Approved)

cs-096 French
Slzes: 6 Fr &
7Fr

Per piece

38. Radial Artery Compression Device cs-097 A1l sizes and
shapes

Per piece

39. Cross over Arterial Sheaths(FDA Approved) cs-098 Length: 4O
cm
French
Slzes: 6 Fr, 7
Fr and 8Fr

Per piece

40. Snare Loop (FDA Approved) cs-099 3Fr,4Fr
(All slzesl

Per piece

4L. Snare Loop (CE Approved) cs- 100 3Fr,4Fr
(All Etzesl

Per piece

42. Micro Grabber (FDA Approved) cs- 101 3Fr,4Fr
(AIr
slzesl

Per piece

43. Micro Grabber(CE Approved) cs- 102 3Fr,4Fr
(All slzesf

Per piece

4. Intra Vascular Retriever Snare of Various Sizes
with Single foldable Loop

cs- 103 AlL sizes Per piece

45. Intra Vascular Retriever Snare-Two Loops
(Gooseneck Type)

CS-lo4 | Rtt sizes I Per piece

46. Intra Vascular Retriever Snare-Three or More
l,oops (Gooseneck Type)

cs- 105 A1l sizes Per piece

47. Pericardiocentesis kit (FDA/CE approved) cs- i06 A11 sizes Per piece

48. Pigtail Catheter With Multiple Markers (FDA
Approved)

cs- 107 Length: 110
cm
French
Slzes: 4
Fr, 5 Fr and
6Fr
(Available
with 5,6 and
8 side
holes)

Per piece

49. Rotalink Plus System cs- 108 All sizes Per piece

50. Rotalink PRO System cs- 109 All sizes Per piece

51. Rotalink Guidewire cs- 1 10 Per piece

52. Intracoronary Pressure Wire (FFR) for PTCA-
Compatible With ABBOTT Vascular

cs-111 Per piece

53. IVUS Catheter for coronary Interventions
Compatible with boston scientific Vascular

cs- 112 Per piece

54. IVUS HD Compatible Catheter for coronaqr
intervention compatible with boston scientific

cs- I 13 Per piece

55. Pharmacological Hemostasis Topical Dry
Pad/Bandage Based Mechanism

cs- 1 14 Per piece

56. Micropuncture Needle with stainless Steel
Guidewire for Adults, Paediatric & Neonatal use

cs- 115 Al1 sizes and
Length

Per piece
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s7. Micropuncture Needle with Hydrophilic Guidewire
for Adults, Paediatric & Neonatal vascula-r' Access

cs- 1 16 All sizes and
Length

Per piece

54. Introducer Sheath for use in Neonates cs- 1 17 All sizes and
Leneth

Per piece

59. Mullins Sheath with side Arm (a- 14 Fr) cs-118 All sizes Per piece

60. Percutaneous Transluminal Vah,uloplasty Balloon
(Compatible with 5 Fr-7 Fr, 0.018-0.035 inch wire)
with appropriate wire (FDA aporoved)

cs- 119 Al1 sizes Per piece

61. Percutaneous Transluminal Valvuloplasty Balloon
(Compatible with 5 Fr-7 Fr, 0.018-O.O35 inch wire)
with appropriate wire (CE approvedl

cs-120 All sizes Per piece

62. Percutaneou s Transluminal Va-hrrloplasty Balloon
(Compatible with3 Fr-4 Fr sheath), 0.014-0.018
inch wire) with approDriate wire (FDA aDDroved)

cs- 121 All sizes Per piece

63. Percutaneous Transluminal VaLvuloplasty Ba-lloon
(Compatible with3 Fr-4 Fr sheath), 0.014-0.018
inch wire) with appropriate wire (CE approved)

cs-122 All sizes Per piece

64. Percutaneous Transluminal Vah'uloplasty Balloon
(Compatible with 8 Fr or higher sheath, 0.025-
0.038 inch wire) with appropriate wire (FDA
approved)

cs- 123 All sizes Per piece

65. Percutaneous Transluminal Valvuloplasty Balloon
(Compatible with3 Fr-4 Fr sheath), 0.014-0.018
inch wire) with appropriate wire (FDA approved)

cs- 124 A11 sizes Per piece

66. Atrial Septostomy Balloon with compatible wire
(FDA Approved)

cs-125 All sizes Per piece

67. PIMC Balloon (lnoue Type) with Accessories (FDA
Approved)

cs- 126 All sizes Per piece

68. PTMC Ba-lloon (Inoue Type) with Accessories (CE
Approved)

cs-127 All sizes Per piece

69. Vascular Plug (FDA Approved) cs- 128 All sizes Per piece

70. Left Atrial Appendage Closure Device (FDA
Approved)

cs- 129 All sizes Per piece

7L. Left Atrial Appendage Closure Device (CE
Approved)

cs- 130 All sizes Per piece

72. Reusable Saturation Probe of all sizes (for
adults/paediatrics/neonatal use)

cs- 131 Al1 sizes Per piece

73. Domes for Transducer for Invasive Pressure
Monitoring- Smiths Medical (Logical)

cs-132 All sizes Per piece

74. Terumo Guidewire straight Tip & J-tip (Regular
Length)

cs- 133 Letrgth=
150 cm
Slzes: Al1
sizes

Per piece

75. Terumo Guidewire straight Tip & J-tip (Exchange
kngth)

cs- 134 Length=260
cm or more
Slzes: A1l
sizes

Per piece

76. Amplatz Superstiff Guide Wire J-tip cs-135 0.035 x 26O
cm

Per piece

77. Patchesfor3DMapping cs- 136 Per piece

74. Ablation catheter (5 Fr-8 Fr) with 4 to 8mm
Rotational tip

cs- 137 A1l sizes Per piece

79. Special Sheath for Multiple Catheter Insertion
(Femoral Vein)

cs-138 All sizes Per piece

80. Special Sheath for Trans Septal Puncture SL Type
of Different Shapes (0-3)

cs- 139 All sizes Per piece
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41. Special Long Sheath for Catheter Sdbilization of
Right Side
ST Type Different Shapes (O-3)

cs- 140 All sizes Per piece

82. Pacemaker leads (RA & RV Lcadsl
(Active/Passive-Fixation)-3T MRI Compatible

cs- 141 Per piece

83. Introducer SET (Puncture Set) For ppM/DEFIB
Lrad Insertion

cs- 142 Sizes: 7 Fr -
9Fr

Per piece

84. Sterile Antimicrobial Envelope For permanent
Pacemaker (FDA Approved) A Fully absorbable
sterile Pouch Designed to Hold a Cardiac
Implantable electronic Device (CIED) Securely in
place to create a stable and infection controlled
Environment when impla:rted in the body.

cs- 143 Per piece

85. PTCA Guide Wire- Regular Shaft Support and
Floppy tip (FDA/ CE Approved)

cs- 144 Slze: O.014
inch
Length:
180-
190cm/300c
m

Per piece

86. Special Polymer coated tapering pTCA GuidewE
with Distal Spring coil (FDA/CE Approved)

cs- 145 Slze: 0.014
inch
Length:18O-
190cm/300c
m

Per piece

47. PICA Guidewire (Tapering/ Non Tapering)
Dedicated For chronic Total occlusion (FDA/CE
Approved)

cs- 146 Stze: 0.014
inch
Length: 180-
190cm/300c
m

Per piece

84. Special Tapering (Distat Tip 0.010 inch) pTCA
Guide wires Dedicated For Chronic Tota-l
Occlusion (FDA/CE Approved)

cs- 147 Slze:0.014
inch
Length: 180-
19Ocm/300c
m

Per piece

89. PTCA Guidewires Dedicated for CTO havingTlp
load of 1 to 2 gms.

cs- 148 Slze: 0.014
inch
Length: 180-
19ocm/300c
m

Per piece

90. PTCA Guide wires Dedicated for CTO Having Tip
I.oad of 2 to 3 gms

cs- 149 Slze: O.0 14
inch
Length:180-
190cm/300c
m

Per piece

91. PTCA Guide wire Extension cs- 150 Stze: O.014
inch L€ngth:
145cm Or
150 cm

Per piece

92. PTCA Guide Wire Extension CE approved cs-151 Size: O.O I 4
inch
Leagth:
145cm Or
15O cm

Per piece

93. PTCA Guidewire Dedicated For CTO having TIe
Load of 3 to 6gms

cs-152 Slze:0.014
inch
Length:
180cm Or
190
cm/3OOcm

Per piece

94. PICA Guidewire Dedicated For CTO tra"ing tte
Load of 6 to 9gms

cs- i53 Stze:0.014
inch

Per piece
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Length:
180cm Or
190
cm/ 300cm

95. PTCA Guidewire Dedicated For CTO having TIp
Load More than 9gms

cs-154 Slze: 0.014
inch
Leagth:
180cm Or
190
cm/3OOcm

Per piece

96. PTCA Guidewire with Floppy tip and Extra
Support Shaft Strength having Lateral support of
20-25 at 155mm

cs-155 Slze: O.O 14
inch
Lcngth:
18ocm Or
190
cm/30Ocm

Per piece

97. PTCA Guide wire for CTO Dedicated For
Retrograde approach

cs-156 Stze: O.O 14
inch
Length:
180cm Or
190
cm/ 3OOcm

Per piece

94. PTCA Guide Wire, ACTONE Braiding , 28 cm
Hydrophilic coating , 28 cm spring coil , tip
diameter 0.014 inch tip load 0.7 gm

cs- 157 Per piece

99. PTCA Guide Wire ACTONE Braiding , 17 cm
Polymer Jacket 17 cm Slip coat coating ,
Radiopaque Length 16 cm 28 cm spring coil , tip
load 0.8 gm, usable length 190 cm

cs- 158 Per piece

too. Singl core , Core to tip , Tip load 0.8 gm , Tip
radiopacity 3 cm, tip diameter 0.014 inch , slip
coat over the spring coil

cs-159 Per piece

101. .014" One Piece core workhorse wire with jointless
spring coil 22cm polymer sleeve length with slip
coat coating over the polymer sleeve, tip Ioad 0.8g
,180cm length tip radiopacity 3cm

cs- 160 Per piece

LO2.
Special polymer coated wire with jointless spring coil
tapering to
.009"; 0.8grn of tip load; with slip coat coating over
the polymer sleeve, 190cm length; tip radiopacity
16cm

cs- 161 Per piece

l03.
Special polymer coated PICA Guide Wire with Slip
coat coating , Radiopaque I€ngth 16 cm 2 , Tapered
tip 0.010 inch , tip load 1.0 gm

cs- 162 Per piece

l04.
.012" One Piece core wire with XTRAND coil structure
& joint less Spring coil length 1Scm, micro-cone tip
with a tip load of 4.0 gm, 190cm length, tip
radiopacity 15cm

cs- 163 Per piece

l05.
Single core Core to tip , Tip load 0.7 gm, radiopacity 4
cm ,Spring coil length 4 cm , silicone coat over the
spring coil , extra support wire

cs- 164 Per piece

lo6. Coronary Microcatheter having Tapered soft tip , Tip
entry 1.3 Fr distal 2.6 Fr & Proximal 2.8 Fr , available
in

length 135 & 150 cm

cs- 165 Per piece

lo7. Coronary Microcatheter having Tapered soft tip , Tip
entry 1.3 Fr
distal 2.1 Fr & Proximal 2.9 Fr having S,available in

cs- 166 Per piece
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length 135 & 150 cm

104. Coronary Guide wire Stainless core , ACTONE
technolosr , Polymer jacket with Hydrophilic coating ,
Tip load 3 grn , Radiopaque length 3 cm , Spring coil
8.5 cm having 190 cm & 300 crn

cs- 167 Per piece

109. FDA approved PTCA Balloon (semi compliant) cs- 168 All sizes Per piece

110. CE approved PTCA Balloon (semi compliant) cs- 169 Al1 sizes Per piece

11 1. FDA approved PTCA Balloon (Non compliant) cs- 170 All sizes Per piece

Lt2. CE approved PTCA Balloon(Non compliant) cs-171 All sizes Per piece

113. FDA approved PICA Balloon less than 1 mm
diameter

cs-172 A11 sizes Per piece

Lt4. CE approved PTCA Balloon less than 1 mrn
diameter

cs- 173 All sizes Per piece

115. FDA approved PTCA Balloon with pressure
compliance to more than 30 bars

cs- 174 All sizes Per piece

116. a).PTCA Balloon with High Crossing profile FDA
approved ( Ultra Low Entry profile of 0.016" must
have hydrophilic Mucus coating

cs- 175 Diameter- 1

to
1.5 mm
& All leneths

Per piece

tL7. PTCA Balloon with High Crossing profile CE
approved (Ultra Low Entry profile of 0.016" must
have hydrophilic Mucus coating

cs-176 Diameter- I
to
1.5 mm
& All leneths

Per piece

118. Over the Wire (OTW) Co-Axial PTCA Balloon (FDA
Approved) Semi-Compliant

cs-177 A1l sizes Per piece

119. Scoring Balloon For PTCA (FDA Approved) cs- 178 A11 sizes Per piece

L2o. Scoring Balloon For PTCA (CE Approved) cs- 179 Al1 sizes Per piece

t2t. Cutting Balloon For PTCA (FDA Approved) cs- 180 All sizes Per piece

L22. Cutting Balloon For PTCA (CE Approved) cs-181 All sizes Per piece

L23. PTCA Balloon Catheter For Calcified & Fibrotic
Lesions Ultraresistant to High pressure with Non-
slippery surface

cs- 182 All sizes Per piece

L24. Premounted Balloon Expandable covered coronar5r
stent compatible with 5 Fr. & Higher Fr. (FDA
Approved)

cs- 183 All sizes Per piece

t2s. Premounted BaJloon Expandable covered corona-ry
stent compatible with 5 Fr. & Higher Fr. (CE
Approved)

cs- 184 All sizes Per piece

126. Premounted Balloon Expandable covered
Peripheral

stent(FDA Approved)

cs- 185 AII sizes Per piece

t27. Premounted Balloon Expandable covered
Peripheral stent(CE Approved)

cs-186 All sizes Per piece

t2a. Cobalt Chromium Des (FDA Approved) cs- 187 All sizes Per piece

129. Cobalt Chromium Des (CE Approved) cs- 188 All sizes Per piece

130. New Generation Cobalt Chromium Des (FDA
Approved)

cs-189 All sizes Per piece
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131. New Generation Cobalt Chromium Des (CE
Approved)

cs- 190 All sizes Per piece

t32. Everolimus Des (FDA Approved) cs- 191 All sizes Per piece

133. Everolimus Des (CE Approved) cs- 192 A1l sizes Per piece

134. New Generation Everolimus Des (FDA Approved) cs- 193 Al1 sizes Per piece

135. New Generation Everolimus Des (CE Approved) cs- 194 All sizes Per piece

136. Cobalt Chromium Sirolimus Des with Biodegrable
Pol),mer (FDA Approved)

cs- 195 All sizes Per piece

137. Cobalt Chromium Sirolimus Des with Biodegrable
Pol5rmer (CE Approved)

cs- 196 All sizes Per piece

138. New Generation Cobalt Chromium Sirolimus Des
with
Biodegrable Pol5rmer (FDA Approved)

cs- 197 All sizes Per piece

139. New Generation Cobalt Chromium Sirolimus Des
with Biodegrable Polymer (CE Approved)

cs- 198 All sizes Per piece

140. Platinum Chromium Des (FDA Approved) cs-200 All sizes Per piece

t4L. Platinum Chromium Des (CE Approved) cs-201 A1l sizes Per piece

142. New Generation Platinum Chromium Des (FDA
Approved)

cs-202 All sizes Per piece

143. New Generation Plati.num Chromium Des (CE
Approved)

cs-203 All sizes Per piece

L44. Zotarolimus Des (FDA Approved) cs-204 All sizes Per piece

145. Zotarolimus Des (CE Approved) cs-205 All sizes Per piece

L46. Newer Generation Zotarolimus Des (FDA
Approved)

cs-206 All sizes Per piece

L47. Newer Generation Zotarolimus Des (CE Approved) cs-207 All sizes Per piece

148. Newer Generation Des with enhanced Radia]
Strength (FDA Approved)

cs-208 All sizes Per piece

149. Newer Generation Des with enhanced Radial
Strength (CE Approved)

cs-209 All sizes Per piece

150. Newer Generation Des with enhanced Flexibilitv &
Tracakbility (FDA Approved)

cs-210 All sizes Per piece

151. Newer Generation Des with enhanced Flexibilitv &
Tracakbility (CE Approved)

cs-21 1 A1l sizes Per piece

\52. Newer Generation Biolimus Drug Coated Stents
(DCS) FDA Approved

cs-212 AIl sizes Per piece

r53. Newer Generation Biolimus Drug Coated Stents
(DCS) CE
Approved

cs-213 All sizes Per piece

154. Newer Generation Biolimus Des with
Biodegradable Polymer (FDA Approved)

cs-214 Al1 sizes Per piece

155. Newer Generation Biolimus Des with
Biodegradable Polymer (CE Approved)

cs-2 15 All sizes Per piece

156. Newer Polymer Free Stents (Drug Coated Stents)
FDA Approved

cs-216 All sizes Per piece

157. Newer Polymer Free Stents (Drug Coated Stents)
CE Approved

cs-217 All sizes Per piece
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158. Bioabsorble Stents cs-218 All sizes Per piece

159. Vascular Plugs (FDA Approved) cs-219 All sizes Per piece

160. FDA Approved ASD Closure Device with Delivery
System

cs-220 All sizes Per piece

161. CE Approved ASD Closure Device with Delivery
System

cs-221 All sizes Per piece

162. FDA Approved PDA Closure Device with Delivery
System

cs-222 All sizes Per piece

163. CE Approved PDA Closure Device with Delivery
System

cs-223 All sizes Per piece

164. FDA Approved PFO Closure Device with Delivery
System

cs-224 A1l sizes Per piece

165. CE Approved PFO Closure Device with Delivery
System

cs-225 All sizes Per piece

166. FDA Approved VSD Closure Device with Delivery
System

cs-226 All sizes Per piece

L67. CE Approved VSD Closure Device with Deliverv
System

cs-227 All sizes Per piece

168. Balloon Expaldable Vascular Stents premounted
on Balloon-in-Balloon Catheter (FDA Approved)

cs-228 All sizes Per piece

169. New Zotarolimus Eluting Des (Non Stainless S[eel)
(FDA/CE Approved)

cs-229 All sizes Per piece

170. Guide Extension Catheter for Enhancing Guide
Support in complex coronary Interventions
(FDA/CE Approyed)

cs-230 All sizes Per piece

t7L. Double Lumen Microcatheter For Coronar5z
Intervention
(FDA/CE Approved)

cs-231 All sDes Per piece

L72. Suture Mediated Closure System (FDA/CE
Approved)

cs-232 All sizes Per piece

L73. OCT Catheter (FDA/CE Approved) Compatible
with the Available Machine in Cath Lab

cs-233 Al1 sizes Per piece

174- Coronaly Intravascular Lithotripsy Catheter
(Shockwave Catheter) (FDA/ CE Approvedl

cs-234 All sizes Per piece

t7s. CoronarSr Microcatheter 0.O 14" to 0.018"
. Compatible (FDA Approved)

cs-235 A11 sizes Per piece

176. CoronarJr Microcatheter 0.014" to O.018"
Compatible (CE Approved)

cs-236 All sizes Per piece

177. Aortic Stent with Delivery Sheath FDA Approved cs-237 All sizes Per piece

178. Aortic Stent with Delivery Sheath CE Approved cs-238 All sizes Per piece

t79. Balloons for peripheral vascular interventions. cs-239 Diameter 6 to
10 mm
Length-
3.Scm

Per piece

180. Vascular Retrieval Forceps cs-240 3Fr.&4Fr. Per piece

181. cs-241 Al1 sizes Per piece

LA2. Glide Sheath for Radia_l Access with Hydrophillic
coated Introducer Sheath

cs-242 6 Fr. To 7 Fr. Per piece

183. Sterile Echo Sleeve cs-243 Per piece

M
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184. IVC Filter retrievable cs-244 Per piece

185. rrurr-woyen Aonesrve Dressing with pAD (20 Inch) cs-245 All sizes Per piece

r86. oLyr ue \-nlornexlolne Uuaze Dressing cs-246 A1l sizes Per piece

r87, \,orrnecfrng uaDle lor'l.emporary pacema-ker
compatible with Medtronic Generator Model no.
5348

cs-247 Per piece

184. rressure Monrtortng Llne (Male to Female Type) cs-248 Length: 150
cm
& 200 cm

Per piece

149. iJr uB Druung uoronary stents - optimized
overexpansion OVER 6 MM

cs-249 Per piece

190. r\-/r D1r.L(J(JI\ !'U1' LT]I.'I' MAIN INTERVENTIONS cs-250 Per piece

191. rcrrpnsran barloon uxpandable stent Uncovered US
FDA APPROVED

-:___:__-
cs-251 Per piece

L92. rsr rplrEr ar Dauoon t,xpandable Stent Uncovered
European CE APPROVED

cs-252 Per piece

193. rcrrplerar Derr_Expandrng Stent Uncovered US FDA
APPROVED

cs-253 Per piece

194. renpneral seII-t xpandrng Stent Uncovered
EUROPEAN CE APPROVED

cs-254 Per piece

195. rcrrpneral Jerl_rrxpandrng Covered Stent FDA
APPROVED

-::-____---+

cs-255 Per piece

196. .rrr rprrcral Derr_Lxpandable Covered Stent
EUROPEAN CE APPROVED

cs-256 Per piece

197. rresoapeo uulde wrre l..or placement of TAVI
DEVICES MULTIPLE CONFIGURATIONS , EXTRA
SMALL CURVE , SMALL CURVE I,ARGF 

'ITP\,IE

cs-257 Per piece

198. r r !!!-,I\fI\/I\/ AWI(r U ANfjURYSM STENT GRAF-r
(TAA) US FDA APPRIVED

cs-258 Per piece

199. r rtVIr.I1\-IL AUKT U ANT]URYSM STENT GRAF-T
(TAA) EUROPEAN CE APPROVED

cs-259 Per piece

200. f1DUWTVTU\AL AUT<I'U ANEURYSM STENT GRAFT
(AAA) US FDA APPROVED

cs-260 Per piece

201. .!DIJ\-'TVIII\1II, l\(JKI U ANEURYSM STENT GRATT
(AAA) EUROPEAN CE APPROVED

cs-261 Per piece

2o2. 11vKrv ut\l lLLlALj s.I'tjNT GRAFT (AUI) US FDA
APPROVED

cs-262 Per piece

203. I'I\JI\ I U UI]I TLLTALJ S'l'IljN'I' GRAl-l ( AUI)
EUROPEAN CE APPROVED

cs-263 Per piece

2o,4. V\JI\\Jr\I-,III rAULI I I'X.bJL DRUG COATED
BALLOONS US FDA APPROVED

cs-264 Per piece

2o5. L\,I((JT\(Jt(I T'AULI'I'I'XEL DRUG COATED
BALLOONS EUROPEAN CE APPROVED

^.\D/\rr^hr, ^tn^, ,, -..= =-=::--:-: 

-

cs-265 Per piece

206. VV^\.'TIVI\I DT\\JTJIMU J DI<UG COATED BALOONS
US FDA APPROVED

cs-266 Per piece

207. \.\J-i(UI\\JT(Y STXULIMUS DRUG COATED BALOONS
EUROPEAN CE APPROVED

cs-267 Per piece

208. I ITUTNfJIYJ'IIJ rAur,r r EA!;L IJRUG COATED
BALLOONS US FDA APPROVED

^.^.--=::=]_---
cs-268 Per piece

2o9. . f,^rrI.r!,I{]\L rAULr I'EXI]L DRUG COATED
BALLOONS EUROPEAN CE APPROVED

cs-269 Per piece

2to. I D\rrf1I'I\,11L DrI((,L.IMUS IJRUG COATED
BALOONS US FDA APPROVED

cs-270 Per piece
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2Lt. PERIPHERAL SIROLIN4US DRUG COATED
BALOONS EUROPEAN CE APPROVED

cs-271 Per piece

2L2. ORBITAL ATHERECTOMY WITH ACESSORIES US
FDA APPROVED

cs-272 Per piece

213. ORBITAL ATHERECTOMY WITH ACESSORIES
EUROPEAN CE APPROVED.

cs-273 Per piece

214. Transcutaneous Balloon Expandable Aortic Vallre
Implant (Tavi) With Accessoriesus FDA AppROVED

cs-274 Per piece

216. Transcutaneous Self Expandable Aortii t/alve
Implant (TAVI) With Accessories European Ce
Approved.

cs-275 Per piece

216. Transcutaneous Self Expandable aortlc Vitve
Implant (TAVI) With Accessories US FDA Approved

cs-276 Per piece

2L7. Transcutaneous Balloon Expandable aortii tralve
Implant (TAVI) With Accessories European Ce
Approved

cs-277 Per piece

zLA. Guide Catheters For Renal Interventions cs-278 Per piece

219. Guide Catheter for Peripheral Interventions cs-279 Per piece

220. ASD Closure Device Only (USFDA)

ASD Closure Device Only (CE)

cs-280 Per piece

221. cs-281 Per piece

222. PDA Closure Device Only (USFDA) cs-2a2 Per piece

223. PDA Closure Device OnlY(CE) cs-283 Per piece

224. PFO Closure Device Only (USFDA) cs-284 Per piece

225. PFO Closure Device Only(Ce cs-285 Per piece

226. VSD Closure Devici-nty lUSfOal cs-286 Per piece

227. VSD Closure Oevice Only 1CO1 cs-287 Per piece

22A. Multifunctional Occluder Device Only (USFD, cs-288 Per piece

229. Multifunctional O""ludEi D&"e Only (CE) cs-289 Per piece

230, US FDA approved 1.S@
compatible
Slngle chamber latest generation rate responsive
pacemaher (AAIR/WIR) fully automatic with
capture management and sensitivity marlagement
for RV with ltralted unaratrty (to be mentioned in
years) plus

CS-001a Per piece

23L. US FDA approved 1.S & 3T wtroG toay tvfzu
compatible
=1. Z pr. compatible leads (tined or screw_in)
plus

cs-001b Per piece

232. US FDA approved 15 &3TThot. body I!,IRI
compatible with
= / < 7 Fr. compatible leads (tined or screw-in)
plus
lead introducer set

CS-001c Per piece

233. US FDA approved 1.5 & 3T whole body IvIzu
compatible

Slngle chamber latest ge{reration rate responsive

CS-002a Per piece



pacemaker (AAIR/VVIR) fully automatic with
capture managernent and sensitivity management
for RV with llfetlme warranty plus

234. US FDA approved 1.5 & 3T whole body MRI
compatible

d. = l. 7 Fr. compatible leads ( tined or
screw-in )plus

cs-002b Per piece

235. US FDA approved 1.5 & 3T whole body MRI
compatible
lead introducer set

CS-002c Per piece

236. US FDA approved 1.5 & 3T whole body MRI
compatible
d. Slngle chamber latest generation rate

responsive pacemaker suitable for Neonates
and Infants (AAIR/WIR), fully automatic with
capture management and sensitivity
management for RV wit1l llmlted warranty
(to be mentioned in vears) plus

CS-003a Per piece

237. US FDA approved 1.5 & 3T whoie body MRI
compatible
e. = /< 7 Fr. compatible leads ( tined or screw-

in )p1us

cs-003b Per piece

234. US FDA approved 1.5 & 3T whole body MRI
compatible
lead introducer set

CS 003c Per piece

239. US FDA approved 1.5 & 3T whole body MRI
compatible
e. Multi-Programmable latest generation dual

Chamber Pacemaker (DDDR) with Llmlted
Warranty with (to be mentioned in years)
fully automatic with capture management
and sensitivity management for RA and RV
with Advanced features Like:
3. Mode Based Reduction in RV Pacing Or

Equivalent.
4. Rate Drop Response or Equivalent &

3. High atrial and ventricular rate
detection.

CS-004a Per piece

2fi. US FDA approved 1.5 & 3T whole body MRI
compatible

= l< 7 Fr. compatible RA ( tined or screw-in )

cs-004b Per piece

241. US FDA approved 1.5 & 3T whole body MRI
compatible

RV leads ( tined or screw-in ) plus

CS-004c Per piece

242. US FDA approved 1.5 & 3T whole body MRI
compatible
lead introducer sets

cs-004d Per piece

243. US FDA approved 1.5 & 3T whole body MRI
compatible

e. Multi-Programmable latest generation dual
Chanber PacemaLer (DDDR) with
Llfetlme WarraDty fully automatic with
capture management and sensitivity
management for RA and RV with Advanced
features Like:
1 Mode Based Reduction in RV Pacing
Or Equivalent.
2 Rate Drop ResDonse or Equivalent &

CS-005a Per piece
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3. High atrial and ventricular rate
detection.

244. US FDA approved 1.5 & 3T whole body MRI
compatible
= /< 7 Fr. compatible RA (tined or screw-in )

cs-005b Per piece

245. US FDA approved 1.5 & 3T whole body MRI
compatible

RV leads ( tined or screw-in ) plus

CS-005c Per piece

246. US FDA approved 1.5 & 3T whole body MRI
compatible
lead introducer sets

cs-005d Per piece

247. US FDA approved 1.5 & 3T whole body MRI
compatible
e. Multi-Programmable latest generation dual

Chanber Pacemaker (DDDR) with Llfeume
Warranty fully automatic with capture
management and sensitivity management for
RA and RV with Advanced features in
addition to that mentioned below. (advanced
features will be examined by the technical
committee as per the patient requirements).
1 Mode Based Reduction in RV Pacing Or

Equivalent.
2 Rate Drop Response or Equivalent &

3. High atrial and ventricular rate detection.

CS-006a Per piece

244. US FDA approved 1.5 & 3T whole body MRI
compatible
= /< 7 Fr. compatible RA (tined or screw-in )

cs-006b Per piece

249. US FDA approved 1.5 & 3T whole body MRI
compatible
RV leads ( tined or screw-in ) plus

CS-006c Per piece

250. US FDA approved 1.5 & 3T whole body MRI
compatible
lead introducer sets

cs-006d Per piece

26L. US FDA approved 1.5 & 3T whote body MRI
compatible
f. Multi-Progammable latest generation dual

Chamber Pacemaker (DDDR) with llalted
Warrauty fully automatic with capture
management and sensitivity management for
RA and RV with Advanced features Like:
3. Mode Based Reduction in RV pacing Or

Equivalent.
4. Rate Drop Response or Equivalent &

3. High atrial and ventricular rate
detection

CS-007a Per piece

252. US FDA approved 1.5 & 3T whole body MRI
compatible
= /< 7 Fr. compatible RA lead( tined or screw-in )

cs-007b Per piece

2s3. US FDA approved 1.5 & 3T whole body MRI
compatible
LBBAP lead

CS-007c Per piece

2s4. US FDA approved 1.5 & 3T whole body MRI
compatible
LBBAP delivery system plus

cs-o07d Per piece

255. lead introducer sets CS-007e Per piece

256. EU CE approved 1.5 & 3T whole body MRI
compatible
f. Multi-Programmable latest generation dua-l

Chamber Pacemaker (PDDR) with llmlted

CS-008a Per piece

K



WarraDty fully automatic wGh clptuiE--
management and sensitivity management
for RA and RV with Advanced features Like:

1.Mode Based Reduction in RV pacing Or
Equiva.lent.

- 2. Rate Drop Response or Equivalent &
3.High atrial and ventricular rate detection

257. EuCoapproffi
compatible

= /< 7 Fr. compatible RA lead (tined or
screw-in)

cs-008b Per piece

25a. EU CE approved 1.S &-T wh;l,e bodv MRi
compatible
g. LBBAP lead

CS 008c Per piece

259. E U \-l} approved 1.5 6.3'l.whole body MRI
compatible
h. LBBAP delivery system plus

cs-008d Per piece

260. EU CE approved 1.5 &--;h;le b;dy Mzu
compatible
lead introducer sets

CS-008e Per piece

261. uD I rJr\ approvecl r.5 tk 3T whole body MRI
compatible
e. Multi-Programmable latest generation dual

Chamber pacemaker (DDDR) with Llfetlae
Warra[ty fully automatic with capture
management arrd sensitivity maragement for
RA arld RV with Advanced featureJLike:

4. Mode Based Reduction in RV pacing Or
Equivalent.

_ _. 5. Rate Drop Response or Equivatent &
High atrial and ventricular rate rtcienrion

CS-O09a Per piece

262. uD I.lrA approved 1.5 & 3T whole bodv MRI
compatible
t. = /< 7 Fr. compatible RA ( tined or screw_in )

cs-009b Per piece

263. uD l.lrl\ approvecl I.b & 3T whole bodv MRI
compatible
g. LBBAP lead

CS-009c Per piece

264. L/o I' r-rA approved I.5 d6 3-1. whole body MRI
compatible
LBBAP delivery system plus

cs-009d Per piece

265. (JD r !.,rl' approved r.5 dc 3.l.whole body MRI
compatible
lead introducer sets

CS-009e Per piece

266. EU \-r, approved 1.5 d6 3T whole body MRI
compatible
f. Multi-Programmable latest generation dual

chaEber pacemaker (DDaR) with LlfetlEeqlarraEty fully automatic with capture
management and sensitivity management for
RA and RV with Adva_nced features Like:4. Mode Based Reduction in RV pacing Or

Equivalent.

__.5. Rate Drop Response or Equivalent &
High atrial and ventricular rate detection

CS-010a Per piece

267. EU CE approved 1.5 & aT;h;le b;dy MRI
compatible

cs-010b Per piece
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= /< z Fr. compatible @ilErew_inj
26a. EU CE approved 1.S & 3T whole boay MFi

compatible
LBBAP lead

CS-010c Per piece

269. EU CE approved a5&=T;6te body MRI
compatible
LBBAP delivery system plus

cs-010d Per piece

27o. EU cE appro',ed--EETiEolETodlTE
compatible
lead introducer sets

CS-010e Per piece

271. US FDA approved 1.5 & 3T wnote u-dy traRt 
.-

compatible
b. Multi-Programmable latest generation Slngle

Chamber ICD generator (DF4l with Ltmlted
Warranty (warranty to be mentioned in
years) with features like:
5. Must have SVT Discrimination in VF Zone.
e $q1! lave ATP during and before Charging

in VF Zone.
7. Must have Independently programmable

shock vector for each therapy.
8. Must have Morphological based SVT

Discrimination.
5. Must have Proven Extended Lonqevity.

CS-O1 1a Per piece

272, US FDA approved 1.S & 3i;hote b@MRI-
compatible
DF4 single coil/dual coil RV lead ( tined or
screw-in )

cs-o11b Per piece

273. US FDA approved 1.5 & 3T whote body tr4zu
compatible
lead introducer set

CS-O1 1c Per piece

274, US FDA approved 1.5 & 3T;h;le body MRI-
compatible
b. Multi-Programmable latest generation Slugle

Chamber ICD generator(DFl) with Ltun[ed
Warranty (warranty to be mentioned in
years) with features like:
5. Must have SVT Discrimination in VF Zone.
6. Must have ATP during and before Charging

in VF Zone.
7. Must have Independently programmable

shock vector for each therapy.
8. Must have Morphologica-l based SVT

Discrimination.
5. Must have Proven Extended Lonse\ritv-

6. +AF Detection and preyention Algorithm

CS-012a Per piece

275. US FDA approved t.S & ST wnole Uodv fr4nf 

-compatible
DFl single coil/dual coil RV lead ( tined or screw_
in)

cs-012b Per piece

276. US FDA approved 1.5 & 3T *holE bodvfrzu
compatible
lead introducer set

CS-012c Per piece

277, uD rrJA approved 1.5 6.3'l'whole bodv MRI
compatible
d. Multi-Programmable latest generation Slagle

Chambcr ICD generator (DF4l with LtEited
Warranty (wa-rranty to be mentioned in years
with advanced features in addition to that
mentioned below to prevent inappropriate
ICD shocks:

CS-013a Per piece
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5. Must have SVT Discrimination in VF
ZoDe.

6. Must have ATP during and before
Charging in VF Zone.

7. Must have Independently
Programmable shock vector for each
therapy.

8. Must have Morphological based SVT
Discrimination.

5. Must have Proven Extended LonseviW.
274. US FDA approved 1.5 & 3T whole body MRI

compatible
DF4 single coil/dual coil RV lead ( tined or screw-
in)

CS-O13t) Per piece

279. US FDA approved 1.5 & 3T whole body MRI
compatible
lead introducer set

CS-013c Per piece

2AO. US FDA approved 1.5 & 3T whole body MRI
compatible
e. Multi-Programmable latest generation dual

Chanber ICD generator(DF4) with Llmlted
Warranty (warranty to be mentioned in
years) with features like:

5. Must have SVT Discrimination in VF Zone.
6. Must have ATP during and before Charging

in VF Zone.
7. Must have Independently Programmable

shock vector for each therapy.
8. Must have Morphological based SVT

Discrimination.
5. Must have Proven Extended l,ongevity.

6. Must have Atrial pacing to overcome AT/AF
Management.

CS-015a Per piece

zaL. US FDA approved 1.5 & 3T whole body MRI
compatible
f. DF4 single coil/dual coil RV lead (tined or

screw-in )

cs-015b Per piece

282. US FDA approved 1.5 & 3T whole body MRI
compatible
g. RA lead( tined or screw-in )

CS-015c Per piece

283. US FDA approved 1.5 & 3T whole body MRI
compatible
lead introducer sets

cs-015d Per piece

244. US FDA approved 1.5 & 3T whole body MRI
compatible
e. Multi-Programmable latest generation dual

Chamber ICD generator(DF4) with Llmlted
Warranty (warranty to be mentioned in
years) )with advanced features in addition
to that mentioned in below to prevent
inappropriate ICD shocks (advanced features
will be exarnined by the technical committee
as per the patient requirements).
5. Must have SVT Discrimination in VF Zone.
6. Must have ATP during and before Charging

in VF Zone.
7. Must have Independently Programmable

shock vector for each therapy.
8. Must have Morphologica-l based SVI

Discrimination.

CS-016a Per piece

v



5. Must have Proven Extended Longevity.
6. Must have Atrial pacing to overcome AT/AF
Management.

245. US FDA approved 1.5 & 3T whole body MRI
compatible
DF4 single coil/dual coil RV lead ( tined or screw-
inL

cs-0 i6b Per piece

246. US FDA approved 1.5 & 3T whole body MRI
compatible
RA lead( tined or screw-in )

CS-016c Per piece

247. US FDA approved 1.5 & 3T whole body MRI
compatible
lead introducer sets

cs-016d Per piece

288. US FDA approved 1.5 & 3T whole body MRI
compatible
e. Multi-Programmable latest generation dual

Chamber ICD generator(DFl) with Limited
Wa-rranty (warranty to be mentioned in years)
with features like:
7. Must have SVT Discrimination in VF Zone.
8. Must have ATP during and before Charging

in VF Zone.
9. Must have Independently Programmable

shock vector for each therapy.
t0. Must have Morphological based SVT

Discrimination.
ll. Must have Proven Extended Longevity

Must have Atria-l pacing to overcome AT/AF
Management

CS-017a Per piece

249. US FDA approved 1.5 & 3T whole body MRI
compatible
DF1 single coil/dual coil RV lead ( tined or screw-
in)

cs-017b Per piece

290. US FDA approved 1.5 & 3T whole body MRI
compatible
84 lead( tined or screw-in )

CS-017c Per piece

29L. US FDA approved 1.5 & 3T whole body MRI
compatible
lead introducer sets

cs-017d Per piece

292. US FDA approved 1.5 & 3T whole body MRI
compatible
(21

g. Multi-Programmable latest generation CRT-P
Getrerator (Quadrtpolar| with Llmlted
Warraaty (warranty to be mentioned in
years) with features like:
1. Must Have Separate Programmable RA, RV

&; LV Lead Amplitude and Pulse Width .

2. Must Have Separate Programmable
AV and W Delay.

3. Heart failure monitoring features.

CS-018a Per piece

293. US FDA approved 1.5 & 3T whole body MRI
compatible

h. quadripolar LV lead of different types

cs-018b Per piece

294. US FDA approved 1.5 & 3T whole body MRI
compatible

i. guide cathetor for IV lead insertion (all
types)

CS-018c Per piece
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295. US FDA approved 1.5 & 3T whole body MRI
compatible

j. = /. 7 Fr. compatible RA leadl( tined or
screw-in )

cs-018d Per piece

296. US FDA approved 1.5 & 3T whole body MRI
compatible
RV leads ( tined or screw-in ) plus

CS-018e Per piece

297. US FDA approved 1.5 & 3T whole body MRI
compatible
lead introducer sets (3)

cs-018f Per piece

294. US FDA approved 1.5 & 3T whole body MRI
compatible
cs sub-select catheters of different angles

CS-0189 Per piece

299. US FDA approved 1.5 & 3T whole body MRI
compatible
. screw in LV lead

cs-018h Per piece

300. US FDA approved 1.5 & 3T whole body MRI
compatible
g. Multi-Programmable latest generation CRT-P

Gelrerator (Quadripolar) with Limited
Warranty (warranty to be mentioned in years)
with advanced features in addition to that
mentioned below for BiV pacing optimisation.
(advanced features will be examined by the
technica-l committee as per the patient
requirements):

4. Must Have Separate Programmable RA,
RV &; LV Lead Amplitude and pulse
width .

5. Must Have Separate Programmable AV
ald W Delay.

Heart failure monitoring features.

CS-019a Per piece

301. US FDA approved 1.5 & 3T whole body MRI
compatible
quadripolar LV lead of different types

cs-019b Per piece

302. US FDA approved 1.5 & 3T whole body MRi
compatible
guide cathetor for lv Iead insertion (all types)

CS-019c Per piece

303. US FDA approved 1.5 & 3T whole body MRI
compatible
= /< 7 Fr. compatible RA leadl( tined or screw-in
)

cs-019d Per piece

304. US FDA approved 1.5 & 3T whote body MRi
compatible
RV leads ( tined or screw-in ) plus

CS-019e Per piece

305. US FDA approved 1.5 & 3T whole body MRI
compatible
lead introducer sets(3)

cs-019f Per piece

306. US FDA approved 1.5 & 3T whole body MRI
compatible
g. Multi-Programmable latest generation CRT-p

GenGrator (Btpolar) with Llmlted Warranty
(warranty to be mentioned in years) with
features like:
3. Must Have Separate Programmable RA,

RV &; LV lead Amplitude
and Pulse Width.

Must Have Separate Programmable AV and W
Delay.

CS-020a Per piece

307. US FDA approved 1.5 & 3T whole body MRI
compatible

cs-020b Per piece
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bipolar LV lead of different types

308. UsFDAapproffi
compatible
guide cathetor for lv lead insertion

CS-020c Per piece

309. USFDAappro"ffi
compatible
= r/< 7 Fr. compatible RA lead( tined or screw_in )

cs-020d Per piece

310. US FDA approved l=E 3T;6G uoa; r,{Rr
compatible
RV leads ( tined or screw-in ) olus

CS-020e Per piece

311. uo r r_r1r approveo I.5 d6 3l'whole bodv MRI
compatible
lead introducer sets 3 (RA.RV.LVI

cs-020f Per piece

3L2. (JD r rJA approveo r .5 {$ 3.1' whole body MRI
compatible
g. Multi-Programmable latest generation CRT_D

Generator DF4 (quadrlpolar) with Llmlted
Warralrty (warranty to be mentioned in
years) with features like:
1 Must have SVT Discrimination in

VF Zone.
2 Must have ATp during and before Charging

in VF Zone.
3 Must have Independently programmable

shock vector for each therapy.
4. Must have Morphological based SVT

Discrimination-
5 Must have Atrial pacing to overcome AT/AF

Management.
6. Must Have Separate programmable RA,

RV &; LV Lead Amplitude and pulse
width.

7. Must Have Separate programmable AV
and W Delay.

8 Must have Proven Extend.ed tongevityh. quadripolarr LV lead of different typeJi. guide cathetor for 1v lead insertion-j. = /< 7 Fr. compatible RA lead( tined or
screw-in)

k. RV leads ( tined or screw-in ) plus
lead iltroducer sets 3 (RA,RV,LV)

cs-021 Per piece

313. US FDA approved 1.5 & 3T;,I;te;;a; MRr--
compatible
g. Multi-Programmable latest generation CRT_D

G€nerator DF4 (quadrlpolar) with Lltntted
trIaranty (warranty to be mentioned in
years) with advanced features in addition to
that mentioned below for prevention of
inappropriate shocks and BiV pacing
optimization (advanced featurei will be
examined by the technical committee as per
the patient requirements).
I Must have SVT Discrimination in

YF Znne.
2 Must have ATp during and before Charging

in VF Zone.
3 Must have Independently programmable 

I

shock vector for each therapy. I4. Must have Morphological based SVT IDiscrimination. 
I5 Must have Atrial pacing to overcome AT/AF IManagement. 
I

CS-022a Per piece
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6 
-ryI.urst_!?ve 

$at;te p;oEamilbte RA,
RV &; LV Lead Amplitud- arrd pulse
width.

7 Must Have Separate programmable AV
and W Delav.

8 . Must have Prtven Exten.tc.t Tnnoarir.,
314. al,proveq r,J 66 Jl whole bodv MRI

compatible
quadripolar LV lead of differenr r,nA6

cs-022b Per piece

315. ffi d1-l1-lrt.lvc<r r.c o6 Jl whole bodv MRI
compatible
guide cathetor for lv lead insertion

CS-022c Per piece

316. d.pproveq 1.c d6 Jl.whole body MRI
compatible
= /.7 Fr. compatible RA lear firtert nr G^ra!r, i- r

cs-022d Per piece

3t7. rr c.t-lt.lruveq r.o 66 Jl whole body MRI
compatible

RV leads { tined or screw-in ) nt,o

CS-022e Per piece

318. IIq E-N 
^ arJpruvccr r.c o6 Jl whole tody MRI

compatible
lead introducer sets 3 (RA.RV.LVI

cs-022f Per piece

319. IIq ETN^ .Lpl,r uve(] t.D c6 Jt whole bodv MRI
compatible

g. Multi-programmable latest generation CRT-
D_ cenerator DFI (quadripolar)with Limited
Warranty (warranty to bi mentioned in
years) with features like:

2. Must have SVT Discrimination in VF
Zone.

2 Must have ATp during and before Charging
in VF Zone.

3 Must have Independently programmable
shock vector for each thirapy.4. Must have Morphological based SVT
Discrimination.

5 Must have Atrial pacing to overcome AT/AF
Management.

6 
^ - _llust Have Separate programmable
RA, RV &; LV Lead AmplitudJand pulse
width.

7 Must Have Separate programmable AV
and W Delav.

8 . Must have Proven Extended Innoa.,i+,,

CS-023a Per piece

320. I IS FnA ----^,,-.r r E_v r vrr qyyrvvsu a.r (.j$ ol wnore Dody MRI
compatible

l**ilf'T L-Y l:id.'lqry':', qP.,"

cs-023b Per piece

321. 4PPruvccr ,..c o6 Jl Whole body MRI
compatible
guide cathetor for lv lead insertion

CS-023c Per piece

322. alJprovecr r.J 66 Jl whole body MRI
compatible
= / < 7 Fr. compatible RA leartf finert nr a^rat-, :-\

cs-023d Per piece

323. II a.l,I,ruveq r.J c6 Jl whole bodv MRI
compatible

IX'fs*" !'ll:-1?',"9:*:tl t r,g",

CS-023e Per piece

324. dPPruveq 1.o o6 Jt Whole body MRI
compatible
lead introducer sets 3 IRA-RV LVt

cs-023f Per piece

325. T Iq FT'T A ql,I,r uvELr r.o 06 J I wnole bodv MRI
compatible
g. Multi-Programmable latest generation CRT-D

ereuerator DF4 (btpolarhvith Limited
Warra;rty (warranty to be mentioned in years)

cs-024 Per piece

H



with features like:
I Must have SVT Discrimination in VF

Zone.
2 Must have ATP during and before Charging

in VF Zone.
3 Must have Independently programmable

shock vector for each therapy.
4. Must have Morphological based SVT

Discrimination.
5 Must have Atrial pacing to overcome AT/AF

Management.
6 Must Have Separate Programmable RA,

RV &; LV Lead Amplitude and pulse
width.

7 Must Have Separate Programmable AV
and W Delay.

8 . Must have Proven Extended Longevity
326. US FDA approved 1.5 & 3T whole body MRI

compatible
quadripolar LV lead of different tr"pes

cs-024 Per piece

327. US FDA approved 1.5 & 3T whole body MRI
compatible
guide cathetor for lv lead insertion

cs-024 Per piece

32A. US FDA approved 1.5 & 3T whole body MRI
compatible
= /< 7 Fr. compatible RA lead( tined or screw-in )

cs-024 Per piece

329. US FDA approved 1.5 & 3T whole body MRI
compatible
RV leads ( tined or screw-in ) plus

cs-024 Per piece

330. US FDA approved 1.5 & 3T whole body MRI
compatible
lead introducer sets 3 (RA,RV,LV)

cs-024 Per piece

This will replace the items tendered under Group "A" and Group "B,'in the mentioned NIT. For the ease of
bidder fresh BOQ under Tender ID No: 2025-HME-2 7 4289_3 and Tender ID No: 2025_HM E_Z74ZBg_4
replacing Tender ID Tender ID No: 2025-HME-274zBg_1 and Tender lD: 2oZS _HME_ZT iZBg_3 has been
uploaded.

Note:
L ltems which come in different type, sizes & shapes, which have not been mentioned, the quoted rate shall

be considered for all such type, Size and shapes wherever applicable,
2. One model should be quoted only once.
3 An authorized person from the successful bidder should be present during implantation, inpatient, follow

up and emergency trouble shooting of the device in the end user departments.
4 successful Bidder shall have to conduct three (03) monthry workshops for device trouble

new updates and refreshing knowledge about devices therapy.
5' Successful tenderers should keep minimum two latest PsA's devices and tvvo magnet devices available all

the time in the department for device management.
6' The successful bidders shall have an adequate stock for emergency replacement and at least five (05J

pacemakers should be kept in stock for emergency replacements and nonavailability ofthe emergency devices
shall attract penalty as deem fir by the Constituted committee besides blacklisting the defaulter firm.7' The successful bidders shall have to provide warranty cards to the patients within 24 hours after the device
is implanted.

shooting, sharing

In view f above, scheduled dates fio or receipt arrd openins of Bids are alsr extended as rrnder.
1 Last Date for submission of Technica-l Bids

Date of Openin* of ,""hrri"d 
"rd" --

30-05-2025

2. 31-05-2025

only technical/financial bids uploaded as per revised. corrigendum shall be considered for evaluation.



sre requested to keep themselves-updated and submit their e- bids througlrr.in as per specilications & Boes. The amendmeni"/-olinotio"" 
"r,"lit".?"

No. JKMscl/Druas/cors/6s6/zo2s1 I)-lI - |b
Copy for iaformation to the:-

Dated; W.O5-2O25
1. Managing Director, JKMSCL. jh
2. General Manager (Adm), JKMSCL.
3. Assistart programmer to uploaded on www.iktenders.qov.in and on www.ikmsclbusiness.com4. Office Record.


